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• Output power : 25W/1W (at 13.8V DC)

• Max. Freq. deviation: ±5.0kHz

• Frequency stability : Less than ±1.5kHz

• Spurious emissions : Less than 0.25µW

• Adjacent Ch. power : More than 70dB

• Audio harmonic distortion: Less than 10% 
(at 1kHz, 60% deviation)

• Residual modulation: More than 40dB

• Sensitivity : –5dBµ emf typical (20dB SINAD)

• Squelch sensitivity : Less than –3dBµ emf

• Adj. Ch. selectivity : More than 70dB

• Spurious response : More than 70dB

• Intermodulation : More than 68dB

• Hum and noise : More than 40dB

• Audio output power : More than 2W (at 10% distortion

with a 4Ω load)

• Frequency range* : Tx 156.000–161.450MHz
Rx 156.000–163.425MHz
Ch. 70 Rx 156.525MHz

* Frequency range that may be subject to licensing conditions.

• Type of emission : 16K0G3E (FM), 16K0G2B (DSC)

• Usable channel : INT, USA* channels
groups * Available depending on version

• Power supply : 13.8V DC (10.8 to 15.6V DC)

• Current drain (at 13.8V DC): 
Tx high (25W) 5.5A Max.
Rx Max. audio 1.5A Max.

• Operating temp. range : –20˚C to +60˚C

• Antenna connector : SO-239 (50Ω)

• Dimensions : 164(W)×78(H)×139.5(D) mm
(projections not included)

• Weight (approx.) : 1.08kg

• GPS interface : NMEA0183 ver 2.0, 3.01
RMC, GGA, GNS, GLL sentence.
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VHF MARINE TRANSCEIVER

SPECIFICATIONS
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GENERAL TRANSMITTER

RECEIVER

Measurements made in accordance with EN 301 025.
All stated specifications are subject to change without
notice or obligation.

DIMENSIONS

DC power connector
External speaker connector
GPS receiver lead; (+): Red, (–): Black 
Antenna connector
Ground terminal

OPTIONS

Supplied accessories:
• DC power cable • Mounting bracket kit

• Microphone hanger

REAR PANEL CONNECTIONS

• HM-164B HAND MICROPHONE
Regular type hand microphone. Same as supplied.

• MB-69 FLUSH MOUNT KIT
For flush-mounting
the IC-M411 to a flat
surface such as an 
instrument control
panel.

• OPC-1758 AN-
TENNA FLOATING
CABLE
Isolates the radio
from the antenna
ground and provides
floating ground con-
nection. OPC-1758

MB-69
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