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Model CVS-126 
Output power 600W 
Display size/type 5. 7 inch color TFT LCD 
Display resolution 240 x 320 pixels 
Presentation colors 64 colors / 16 colors / 8 colors / Monochrome 

t background color (blue, dari< bi:Je, black, white, Nighttime co/or, 5 other colors) 
Language Chinese, English, French, Greek, ltalian, Japanese, Korean, Spanish, Thai 
Output frequency Dual 50/200 kHz 
Depth ranges O to 800 (Meters I Fathom / ltalian Fathom), O to 2800 (Feet). 

Choice of 8 ranges with 36 selectable depths in each range. 
Zoom ranges 2.5 to 200 (Meler I Fathom / ltalian Fathom) 26 steps 

1 o to 650 (Feet) 26 steps 
Image shift Auto or Manual 

O to 300 (Meler I Fathoms/ ltalian Fathom) or O to 1000 (Feet) 
Presentation modes High frequency, Law frequency, Zoom image (Bottom Iock, Bottom dis-

crimination, Bottom zoom, Zoom, Sea bottom partial zoom Nav mode) 
A-scope display can be added to all above modes 
Left and right divided 

Alarms Bottom / Fish alarm, Depth alarm, Temperature alamn, 
Speed alarm', Arrivai alamn", XTE alarm" 

Image speed 9 steps & stop 
Auto functions Depth range, Shift and Gain 
Distance unit m,fm,l. fm,ft 
Input data format NMEA0183 (GGA, GLL, ZDA, VTG, RMC, MTW, VHW, MWV, HDT) 
Output data format NMEA0183 (DBT, DPT, GGA, GLL, MIW, RMC,TLL, VHW, VTG, ZDA, HOT, M>IN) 
NMEA input/output ports 1 
Other functions lnterference rejection, Color rejection, Depth marker (VRM), 

Event memory, Panel illumination 
Draft adjustment, Temperature correct, Boat speed correct, White line 
Sona-Tone, Display memory, Waypoint navigation, Power reduction 

Power supply 10.8 to 31.2 VDC 
Power consumption 1 OW or less (al 12VDC) 
Water protection IPX5 
Operating temperature -15°C to +55°C 

'Requires speed data from speed sensor or GPS sensor, 
"Requires position data from GPS sensor 
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10.8 to 31.2 VDC 100/115VAC 

200/230VAC j _ Transducer _ : 

(Essential option) TD-500T-2B I TD-500T-3B 

Solid lines : Standard devices and connections 
Dashed lines : Optional devices and connections 

Standard 
equipment 

Display unit wijh hard caver, Mounting bracket 1 set 

DC power cable, Installation material, Spare parts, 1 set 
Accessories and Operation manual 

Essential option Transducer 

Options Temp. & speed sensor, Connection cables for external devices, 
lnner-hull kit, Power rectifier, AC Power cable 

Unit: mm (inch) 

Weight: 1.3 kg (2.87 lb) 

Transducer 

TD-500T-3B (Thru-hull) TD-500T-2B (lnner-hull) 
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Cable length . 9 m 
Weight. 1.5 kg(3.3 lb) 

Material : Bronze 

05 

Cable length . 9 m 
Weight. 0.7 kg(1.6 lb) 

Material : Plastic 

* T hru-hull transducer is recommended 10 get the best 
performance of CVS-126. 

• Design and specifications are subject to change without notice.
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